














EFCO WELDING TECHNOLOGY
CW-1000 SERIES

DN 30-1000 mm (1¼”-40”).

Complete solution for MIG/MAG welding in and on valves.

Automatic welding of sealing faces/circular welding of:

•	 bores, circular faces, conical faces

The machine is equipped with automatic feed and has integrated water 

cooling.

Type	 CW 1000

Axial stroke	 175 (6.89”)

Radial stroke	 90 (3.54”)

Axial feed /rev.	 3 (0.12”)

Radial feed /rev.	 3 / 3,8 / 4,6 (adjustable)  (0.12”/0.15”/0.18”)

Speed range	 0,1 - 5,0 rpm  

Adjustment angle	 of head 0 - 90° (manually)

Dimensions in mm (inch)

MOBILE WORKSHOPS

As fixed lorry superstructure or in an ISO container

Fast reaction times and flexibility are required for on-site valve service.

EFCO can provide you with a mobile workshop equipped to your require-

ments. It is equipped with EFCO turning, grinding and lapping technology 

and can also be fitted with a lathe, drilling machine, valve test bench and 

everything else you require.

CW-1000

EFCO-ARS-SERIES

Professional cleaning set for valves to remove rust, seal residues, scale, 

slag, paint residue and other contamination.

Developed for cleaning of dirty valves or housings using high-speed rotating 

twisted brushes.

Drive: electric 230/120 V, 50/60Hz or pneumatic 6-7 bar 

ARS
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GSS SERIES

EFCO GSS grinding tools are coated with electroplated cubic crystalline 

boron nitride (CBN).

CBN is highly suitable for grinding hard sealing faces with a minimum 

hardness of 35 HRC such as, for example, steel on cobalt and nickel basis, 

highly alloyed steels, chromium steel, etc.

The good heat resistance of CBN in combination with its great hardness 

makes possible economic grinding at the higher machining temperatures of 

these steels (long life).

 

EFCOBOR LAPPING COMPOUNDS

In accordance with DIN 8589, lapping is a microfinishing process using a 

grain distributed loosely in a liquid or paste (lapping compound) which is 

held on a, usually shaped, counterpart (lapping tool).

EFCOBOR lapping compounds are oil soluble lapping pastes of boron 

carbide.

Using EFCO lapping compounds, it is possible to achieve

•	 high surface quality

•	 highest dimensional accuracy

•	 close dimensional tolerances

independent of the material hardness.

They can be supplied in various grain sizes from P80-P1500 (FEPA) and 

pack sizes.

EFCO ABRASIVES

EFCO abrasives have been matched to EFCO technology through extensive 

testing. We supply abrasives on a backing in various grain sizes and formu-

lations optimised for the application. 

Abrasive backing:	 •	 Paper

	 •	 Fabric

	 •	 Foil

Grain types:	 •	 Aluminium oxide (Al2O3)

	 •	 Silicon carbide (SiC)

	 •	 Zirconium corundum (ZrO2+ Al2O3)

Grain size:	 •	 Standard grain size: P80-P1800

		  (other grain sizes on request)
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EFCO also supplies other equipment, machinery and materials for valve 

repair on site or in the workshop and for the repair of pipelines.

•	 SEAL AND PACKING CUTTING MACHINES AND EQUIPMENT

•	 ANGLE PROTRACTOR FOR GATE VALVE SEALING FACES

•	 TSM TELESCOPIC INSPECTION MIRROR

•	 HYDRAULIC NUT OPENER

ADVICE, PROJECT PLANNING AND TRAINING

We offer training with our machines and equipment in our company or at 

your site. Valve repair training, too, is carried out competently.

Our core competence is valve repair/valve testing. We are happy to advise 

you and work together with you on drawing up concepts for valve repair.

Our partners are companies of different sizes from many industries.

We can design and build special machines for you which match the require-

ments of your company.

We will gladly advise you at your site and also to provide any special infor-

mation specific to your requirements.

Please come and visit us.

Within Europe, we would be pleased to visit you by arrangement with one of 

our demonstration vehicles to introduce you personally and competently to a 

large section of our product range.

You can also find us on the Internet with further product details and up-to-

date information.

www.efco-dueren.com
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